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Approved Padmount Transformer Secondary Lugs for 3-phase transformers

Single Phase, 3 Wire, 120/208 Volt Meter Wiring Diagram 200 AMP

NO EXCEPTIONS
Six conductors per phase maximum

Conductor AL/CU Burndy Part #
1/0 Stranded YA25A7 OVERHEAD SERVICE
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1000 kcmil YA44A3 I.II O lll - , Above 2004
= | THE CITY SUPPLIES METER, METER BDX, lT-AlM
e Single Phase Padmounts up to 75kVA — six 350 kcmil conductors maximum per spade N N AND C.TS OPTION MENIP%:LLIEC
e 100kVA —six 500 kcmil conductors max, contingent on space for conduits — contact Sth Sth wl |w - #1 INSTRUCTIONS FOR INSTALLING COMPRESSION "H" TAP CONNECTORS
Electric Department for prior approval — connectors supplied by the City of Newark TERM, | TERM, @ _ . ?JTITTﬁC}l-lJN[I:ISTTEUTTDN\[l:l]ﬁB[NET | | CPTION
Standard Primary Pull Box NEUTRAL W\ A SPRING NUTS, ]/ \ e mii 1. Use these connectors for non-tension splice or tap connections of
OWHITED S UNITAP R POLARIS CONNECTOR- CT ) ) i
36”X48”X36” Deep High Density Polyethylene - PHASE CONDUCTORS ARE CUT & TERMINATED aluminum to aluminum conductors or of aluminum to copper conductors,
Pencell PEM3648X with 2 PEM3648-6 Spacers NEUTRAL FROM CITY SYSTEM B¢ — 0 SERVICE as shown above.
Identification- ELECTRIC - CWHITE> R SECONDARY MAIN ) ] [ Fhoteend
Note: Contact City of Newark Electric Department ‘ LDAD ‘ ‘ LINE ‘ ‘ LOAD ‘ (CUSTOMER SUPPLIED) Co _ _
if pullbox will be subject to vehicular traffic : PHASE CONDUCTORS MUST BE BROKEN 2. Be sure to use the correct size connectors and tooling as per manufacturers
;EE HE%E%IHE EE%NTEHCHHMT ! AHEAD OF C.T’S AND RECONNECTED recommendations
Approved Aerial Commercial Service Entrance Connector EEE;IRFIEELTEEEIT%%T%SRISHDWN SHALL BE PROVIDED BY THE NEUTRAL ;;EDN'D_TH'E_EA_HENET: l[J:%IPIIIh[IEEEBTUDRFEdSDY—UNITAP OR NSI-POLARIS
(For use on customer owned service conductors connected to aerial City owned conductors — usually WHITE DOT IS LINE ' ]
triplex or quadriplex) SIDE OF C.I/S (HD) MINIMUM SIZE CABINET (CUSTOMER SUPPLIED) 3. Install the connectors so that the aluminum or ACSR conductors are
(32"Hx32"Wx11'D) (SIZE ACCORDING TD NEC FOR WIRE BENDING RADIUS) :
Burndy (FCI) - Unitap or NSI Industries — Polaris System ¥% MUST BE LOCKABLE ¥¥ physically above the copper conductors.

Note: Contact City of Newark Electric Department to review the number of conductors City will supply.

4. Strip conductor as shown above, wire brush until metal is clean. Apply

Approved Secondary Lugs for conductors directly connected to Aerial Transformer anti-oxidant compound and make connection immediately.
Bushings
Up to 500 kcmils City supplies 6 position eyebolt connectors . . . .
600 kemil YA36A3 CAUTION: Do not nick or cut conductors in stripping process!
750 kemil YA39A5
1000 kcmil YA44A3 . . . .
5. Place stripped conductor in groove, allowing it to extend 1/2" beyond
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23.38"

SHAKESPEARE ROUND TAPERED
COMPOSITE LIGHT POLE
DIRECT BURIAL

BS17-01-S1-AA38
STOCK # 5-44005

1 8"

15.63"

AN

7 - PIN RECEPTACLE
(NO SHORTING CAP)

CRYSTAL LIGHTING 40W LED FIXTURE

FIXTURE SPECS:
CLP-TC-40CLED-XX-30K-MV-BLK-3R-7PR
WATTAGE: 40W

DRIVER: 120-270V / 0-10V DIMMABLE

CCT: 3000K TEMP / 70CRI
FINISH: BLACK POWDER COAT

LOCATION: TYPE X

FROSTED ACRYLIC

OVER 3" OD

17
OVERALL LENGTH

WIRE ENTRANCE_—"|:

BURIAL DEPTH

HOLE

NOTES:
TAMP EACH 12" LAYER OF BACKFILL FIRMLY.

L 2" CONDUIT, WHEN REQUIRED

IF NECESSARY, DUE TO POOR SOIL CONDITIONS, USE CONCRETE MIX OR POLESET @

AND TAMP GROUND AROUND POLE.

FOR LONG STREET LIGHT RUNS, USE 2" PVC CONDUIT AND STUB OUT.

\ EWARK
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